
T-REX 40 Rubber Lining
Value & Quality for Common Applications



T-REX 40 Rubber Lining
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TYPICAL FIELDS OF USE
• Wash Plants

• Screen Decks

• Sand Flumes

• Non Driven Pulleys (Build up Protection)

ADVANTAGES
• Easy Installation

• Universal Application

• Increased Plant Effi ciency

• Superior Technical Support

• Competitively Priced

PRODUCT DESCRIPTION
T-REX 40 is a natural rubber based material for a wide range of applications. T-REX 40 comes equipped with a CN bonding 
layer for extremely high adhesion when used in combination with the REMA TIP TOP adhesive systems.

APPLICATIONS AREAS
Th e properties of T-REX Rubber Lining make it an excellent value lining for the sand and gravel industry. It features good 
resistance to wet, abrasive and sharp particles. It performs great when used in sticky applications to reduce material build up.

PART NUMBERS

Product # U.S. Part # Th ickness Length Width Weight

101064003 101064003 3 mm / 1/8" 10 m / 33' 2000 mm / 78" 0.85 lbs/ft2

101064006 101064006 6 mm / 1/4" 10 m / 33' 2000 mm / 78" 1.60 lbs/ft2

101064010 101064010 10 mm / 3/8" 10 m / 33' 2000 mm / 78" 2.50 lbs/ft2

101064012 101064012 12 mm / 1/2" 10 m / 33' 2000 mm / 78" 3.20 lbs/ft2

TECHNICAL DATA

Color Red

Polymer NR DIN ISO 1629

Hardness 45 Shore A DIN ISO 7619-1

Abrasion 110 (5N) mm3 DIN ISO 4649

Density 1.12 g/cm3 (69.92 lb/ft3) DIN EN ISO 1183-1

Tensile Strength 20 N/mm2 (2900 psi) DIN 53 504

Elongation at break 650% DIN 53 504

Resilience 70% DIN 53 512

Tear Growth Resistance ISO 34-1 Methode A


